
Kroon-Oil Product recommendation

Opel - Monterey 3.5 V6  (1998-2000)

ENGINE, 6VE1
RemarksSAE 10W and SAE 5W-30 oils are not recommended for sustained
high speed driving.
System capacity:  5,2 liter

Recommended product Helar 0W40
Usage: Normal, change every 7500 km / 12 months

Good alternatives Emperol 5W40
Usage: Normal, change every 7500 km / 12 months
Asyntho 5W30
Usage: Normal, change every 7500 km / 12 months

TRANSMISSION, AUTOMATIC, 4L30E 4/1
System capacity:  5,5 liter

Recommended product ATF SP 2012
Usage: Normal, check every 24 months
Usage: Normal, change every 48 months

Good alternatives Almirol ATF
Usage: Normal, check every 24 months
Usage: Normal, change every 48 months

DIFFERENTIAL, REAR
System capacity:  1,8 liter

Recommended product Gearlube GL-5 80W90
Usage: Normal, check every 15000 km / 12 months
Usage: Normal, change every 45000 km / 36 months

Good alternatives Unigear HS GL-2/GL-5 80W90
Usage: Normal, check every 15000 km / 12 months
Usage: Normal, change every 45000 km / 36 months

DIFFERENTIAL, REAR, LIMITED SLIP
Recommended product Gearlube GL-5 80W90

Usage: Normal, check every 30000 km / 24 months

DIFFERENTIAL, FRONT, (4X4)
System capacity:  1,5 liter

Recommended product Gearlube GL-5 80W90
Usage: Normal, check every 15000 km / 12 months
Usage: Normal, change every 45000 km / 36 months

Good alternatives Unigear HS GL-2/GL-5 80W90
Usage: Normal, check every 15000 km / 12 months
Usage: Normal, change every 45000 km / 36 months
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TRANSMISSION, MANUAL, MUA5CT 5/1
System capacity:  2,95 liter

Recommended product Asyntho 5W30
Usage: Normal, check every 15000 km / 12 months
Usage: Normal, change every 45000 km / 36 months

TRANSFERBOX
System capacity:  1,45 liter

Recommended product Asyntho 5W30
Usage: Normal, check every 15000 km / 12 months
Usage: Normal, change every 45000 km / 36 months

HYDRAULIC BRAKE SYSTEM
Recommended product Drauliquid-LV Super DOT 4

Usage: Normal, change every 15000 km / 12 months
Good alternatives Drauliquid-S DOT 4

Usage: Normal, change every 15000 km / 12 months

HYDRAULIC CLUTCH SYSTEM
Recommended product Drauliquid-LV Super DOT 4

Usage: Normal, check every 15000 km / 12 months
Good alternatives Drauliquid-S DOT 4

Usage: Normal, check every 15000 km / 12 months

POWER STEERING
Recommended product ATF Dexron II-D

Usage: Normal, check every 30000 km / 24 months

GREASE POINTS/NIPPLES
Recommended product Labora Grease

Usage: Normal, check every 15000 km
Usage: Normal, change every 12 months

Good alternatives Lithep Grease 2
Usage: Normal, check every 15000 km
Usage: Normal, change every 12 months

COOLING SYSTEM
System capacity:  8,5 liter

Recommended product Coolant SP 11
Usage: Normal, check every 15000 km
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