
Kroon-Oil Product recommendation

Isuzu - Trooper 2.0  (1984-1985)

ENGINE, G200Z
System capacity:  4,2 liter
Filter:  0,6 liter

Recommended product Multifleet SCD 10W
Usage: Severe, change every 5000 km
Usage: Normal, change every 10000 km / 6 months

Good alternatives Motor Oil HDX 10W
Usage: Severe, change every 5000 km
Usage: Normal, change every 10000 km / 6 months
Motor Oil HDX 20W20
Usage: Severe, change every 5000 km
Usage: Normal, change every 10000 km / 6 months

DIFFERENTIAL, REAR
RemarksFor limited slip differentials add GM part no. 1052358.
System capacity:  1,3 liter

Recommended product Transmission Oil SP 1051
Usage: Severe, check every 10000 km / 6 months
Usage: Severe, change every 20000 km
Usage: Normal, check every 10000 km / 6 months
Usage: Normal, change every 40000 km / 24 months

Good alternatives Gearlube GL-5 80W90
Usage: Severe, check every 10000 km / 6 months
Usage: Severe, change every 20000 km
Usage: Normal, check every 10000 km / 6 months
Usage: Normal, change every 40000 km / 24 months

DIFFERENTIAL, FRONT
RemarksFor limited slip differentials add GM part no. 1052358.
System capacity:  0,8 liter

Recommended product Transmission Oil SP 1051
Usage: Normal, check every 10000 km / 6 months
Usage: Normal, change every 40000 km / 24 months

Good alternatives Gearlube GL-5 80W90
Usage: Normal, check every 10000 km / 6 months
Usage: Normal, change every 40000 km / 24 months

TRANSMISSION, MANUAL/TRANSFERBOX,  4/1
System capacity:  2,5 liter

Recommended product Multifleet SCD 10W
Usage: Normal, check every 10000 km / 6 months
Usage: Normal, change every 40000 km / 24 months

Good alternatives Motor Oil HDX 10W
Usage: Normal, check every 10000 km / 6 months
Usage: Normal, change every 40000 km / 24 months
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HYDRAULIC BRAKE SYSTEM
Recommended product Drauliquid DOT 3

Usage: Normal, change every 12 months

POWER STEERING
System capacity:  1 liter

Recommended product ATF Dexron II-D
Usage: Normal

GREASE POINTS/NIPPLES, BALL JOINTS
Recommended product Labora Grease

Usage: Normal, change every 40000 km / 24 months
Good alternatives Lithep Grease 2

Usage: Normal, change every 40000 km / 24 months

GREASE POINTS/NIPPLES, PROPELLER SHAFT JOINTS
Recommended product MoS2 Grease 2

Usage: Normal, check every 10000 km / 6 months

COOLING SYSTEM
System capacity:  7,6 liter

Recommended product Coolant  -38 NF
Usage: Normal, change every 24 months

Good alternatives Coolant -26
Usage: Normal, change every 24 months

STEERING GEAR
System capacity:  0,2 liter

Recommended product Gearlube GL-5 80W90
Usage: Normal, check every 20000 km / 12 months

Good alternatives Unigear HS GL-2/GL-5 80W90
Usage: Normal, check every 20000 km / 12 months
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